
Parameter list

CPU Intel Celeron J4125 2.00 GHz - 2.70GHz

Core/Thread 4 Cores / 4 Threads

Frequency 4 MB

TDP 10W

Chipset Products formerly Gemini Lake Refresh

RAM LPDDR4，up to 8GB

Storage M.2 SSD 2242

Audio ES8316

Graphic Card Intel UHD Graphics 600

Network Chipset WIFI Intel AC7265/2.4G/5G,WiFi 802.11ac/a/b/g/n

OS Windows 10 or above

BIOS Function

Display
HDMI output

HDMI max resoltion：4096*2160@30HZ

Booting Mode Power On 

Intel VT-x Support VT-x and VT-d

Intel Hyper-Threading Support

Working Environment Working Temperature：-10~60 ℃ Working Humidity：0~95%（non-condensing）

Working Voltage DC 12V - 2A 

 Static electricity Contact discharge 2K,Air discharge 6K

Storage Environment Environmental temperature：-10~60 ℃ Working Humidity：0~95%（non-condensing）

1 Model G5
Intel Celeron J4125



2 I/O Port  

01 POWER 02 Power light

03 USB3.0*1 04 USB3.0*1

05 HDMI output 06 Type-C input 12V2A

07 AUDIO 2 in 1 08 TF slot

Dimension L 61.6mm*W 61.6mm*H 42.0mm Weight Net : 0.50kg Gross : 1.00kg

Specification

Material Aluminimum alloy + ABS material

Cooling 

Method
FAN

VESA 

MOUNT
NO

Box Color box

Package
Power Supply * 1 HDMI cable*1 -

User Manual * 1 Certificate * 1 -
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